KEOFITT

WORLD LEADERS IN STERILE SAMPLING™

&

10 PACK O-RING "VARIVENT" 968 EPDM FDA

ART. NO. 400208

GENERAL

@ KEOFITT has the widest selection of spare parts and accessories to complete your sampling system

0 O-ring is included in various products - see backside for further details

CERTIFICATION*
- FDA §177.2600

TECHNICAL DATA
Material type: Ethylene Propylene 70shA
Color: Black

Temperature Range:
Storage recommendation:

-40°C - +120°C / -40°F - +248°
According to ISO 2230

Hardness, Shore A (pts): 70 £5
Tensile strength (MPa): 10 (min.)
Ultimate Elongation (%): 200 (min.)
Compression set, DIN 53517, 22h/175°C (%): 50 (max.)
Net Weight
- Kg/lbs 0,110 kg /0,242 Ibs

*For further information please visit keofitt.dk
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O-RING PART OF

Part of valve body
400009 ' VALVE BODY M4 TYPE VARIVENT 268
830941 SIMPLEX VALVE TYPE @ 68 VARIVENT/H
830941EPDM = SIMPLEX VALVE TYPE @ 68 VARIVENT/H
830941PTFE = SIMPLEX VALVE TYPE @ 68 VARIVENT/H
830944 SIMPLEX VALVE TYPE @68 VARIVENT/N
830944EPDM | SIMPLEX VALVE TYPE @68 VARIVENT/N
830944PTFE = SIMPLEX VALVE TYPE @68 VARIVENT/N
840009 MULTI MICRO PORT 49, VARIVENT 968
850009 VALVE BODY W9 VARIVENT @68
850013  VALVE BODY W9 TRI-CLAMP VARIVENT @68
860009 VALVE BODY W15 VARIVENT @68
880009 REFLEX VALVE VARIVENT @68
880009E = REFLEX VALVE VARIVENT @68 EPDM
885509 REFLEX VALVE TYPE N/VARIVENT @68 PTFE

Part of kit
774009 PARTS FOR M4 BODY 400009
778309 | PARTS FOR SIMPLEX TYPE/H VARIVENT 268MM
778309EPDM  PARTS FOR SIMPLEX TYPE/H VARIVENT @268MM
778309PTFE = PARTS FOR SIMPLEX TYPE/H VARIVENT 268MM
778344-68 PARTS FOR SIMPLEX TYPE/N VARIVENT 268MM
778344-68EPDM | PARTS FOR SIMPLEX TYPE /N VARIVENT 268MM
778344-68PTFE = PARTS FOR SIMPLEX TYPE/N VARIVENT 268MM
778409 PARTS FOR MULTI PORT 840009
778509 | PARTS FOR W9 BODY 850009
778809 | PARTS FOR REFLEX VARIVENT 268MM
778809EPDM  PARTS FOR REFLEX VARIVENT 268MM
778809PTFE = PARTS FOR REFLEX VARIVENT 268MM




