
Item: O-rings 
O-rings for all Keofitt 
products. 

 

 
 
 
Size Item no. Material Approval. Used in. 
4,1 x 1,6 410120 Si70 - Silicone  41000 valve D4 

5,1 x 1,6 900820 Si70 - Silicone FDA M4 pipe tube connection; M4 valve body 
w/thread in-outlet. 

5,3 x 2,4 400830 Silicone FDA M4 fittings; MSV valve; W9 valve head type 
H and K. 

6,1 x 1,6 400825 EPDM  401044 valve head M4 type N 

7,1 x 1,6 600825 Silicone FDA W9 valve heads and fittings; M4 valve head 
type N. 

7,5 x 2,5 800859 Si70 - Silicone FDA Aseptic system; Pressure relief valve; M4 
Valve body type T 

9,3 x 2,4 900822 EP70 - EPDM FDA Micro Port; Carlsberg flask; W9 850002 and 
600045 

9,5 x 2 260156 EPDM  Aseptic systems and sampling bottle heads. 

10,3 x 2,4 800830 Si70 - Silicone FDA W9 Valve body; W9 fitting; steam 
connections. 

10 x 2 550186 EPDM  Level Gauge 550060 
14 x 3 550174 EP70 - EPDM  Steam boiler 
14 x 4 900824 EPDM  Micro Port; Carlsberg flask;  
15,3 x 2,4 400820 EPDM  M4 Valve head type N 
18,64 x 3,53 260115 EP70 - EPDM  Aseptic systems and sampling bottle heads. 
20,24 x 2,26 300119 Si820 - Silicone FDA Ingold Valve bodies, I40 and I52 
21 x 4 900829 EP70 - EPDM  W9 and M4 Valve bodies Type S 
22 x 2,62 260158 EP70 - EPDM  Aseptic systems 
24,6 x 2,4 260159 EP70 - EPDM FDA Aseptic systems and sampling bottle heads. 
36,1 x 3,53 550187 EP70 - EPDM  Steam boiler 
37,6 x 2,4 900825 EP70 - EPDM  Multi micro port 
42 x 3 400308 EP70 - EPDM  Valve bodies Varivent Ø50 
68 x 3 400208 EP70 - EPDM  Valve bodies and micro ports Varivent Ø68 
Festo Screw 550184 EPDM  Pneumatic Valve heads Type N 

 
 
 
 
 
 
 
 
 
 
 

28.05.2004 
Where to use : With Keofitt Products 
Material: EPDM or Silicone 
Temp. Range: 10 C - 1300 C 34ºF - 266ºF 


